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ARMY MATCRIALS AND MECHANICS RUSCARCH CENTER

INFLUENCE OF CARGON AND OXYGEN ON SOME EXPLORATORY
ULTRANIGH-STRENGTH ALPHA-BETA TITANIUM ALLOYS

ABSTRACT

An examination wan made of the alloys formulated and atulied at New York
Univeraity under Contract DA-30-068-0RD-3690 to determine tho effect of modi-
ing the oxygen and carbon contentt normally employed in titanium alloys on

their mechanical properties.

A total of 51 exploratory ultrahigh-strength alpha-beta titanium alloys
wore acrutinized. The results indicated that the alloys with low oxygen con-
tent, approximately 0.03% to 0.05% by weight, generally possessed lower yield
strengths but good ductility and toughness compared to the alloys with higher
oxygen contants at 200,000 psi strength levels. The alloys with the lower
oxygen content also responded more readily to the 1150 F aging treatment,
causing the yield strength to decrease more substantially than those alloys
in the higher oxygen content range of 0,098 to 0.11%, The alloys containing
0.04% to 0.08V oxygen and 0.05% to 0.09% carbon exhibited no definite or pre-
dictable change in mechanical properties due to the modified oxygen and
carbon. The influence of carbon on ductility and toughness was considerably

less than that of oxygen. The optimum alloy, No. 7, containing 0.12% carbon
and 0.11% oxygon, displayed a yield strength of approximately 220,000 psi,
elongation of 11.9%, and impact strength of 5.9 ft-1b at 1150 F aging
temperature.

The most effective oxygen plus carbon content for each alloy which would
develop the optimum mechanical properties appeared to depend on the alloy and
the specified yield <trength range.
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INTRODUCTION

Studies! in the development of tough, high-strength titanium base alloys
with yield strength levels in exzess of 200,000 psi have contributed to the
possibility of revising the existing philosophies pertaining to the behavior
of carbon and oxygen for attainment of high strength levels. The effects of
these interstitial elements on the mechanical properties of unnlloged titan-
ium and some less complex titanium alloys have been investigated?.’ and the
results have indicated that these elements, when used in certain increasing
quantities, will increase strength but decrease ductility and toughness.

The interstitial elements carbon and oxygen, being alpha-stabilizing,
dissolve preferentially in the hexagonal close-packed phase and raise the
beta transus temperature of the titanium alloy. It has been reported?,3 that
oxygen, whose solubility in alpha titanium is much more extensive than that
of carbon, has a hardening effect on unalloyed titanium and its alloys, where
two parts of oxygen approximate the same hardening effect as three parts of
carbon. However, the results of some investigations on the behavior of oxygen
and carbon in the presence of various substitutional elements in complex high-
strength titanium alloys have shown that the same relationship does not exist.
Studies have established?:3 that optimum carbon and oxygen levels for titanium
alloys depend on the relationship between the concentration of these inter-
stitials and the type and concentration of the substitutional alloying elements
present in the alloys. This is shown? in the Ti-Sn system where oxygen is a
greater strengthener than carbon, while in the Ti-Al system carbon is a greater
strengthener than oxygen, and in the Ti-V system similar effects are seen by
both elements. No such conclusion has been established for an alloy containing
Al, V, and Sn in major proportions such as found in the high-strength Ti-Al-Sn-
V-Zr-Fe-Cu system,

Some discrepancies still exist as to the interstitial level which will
enhance mechanica: properties for a specific substitutional alloy composition.
The current commercial interstitial levels for alloys having yield strengths
above 150,000 psi, especially in alpha-beta titanium alloys, are usually
achieved when a combination of oxygen, carbon, and nitrogen, total approxi-
mately 0.25 weight percent. Of this total, the nitrogen content ranges from
0.005 to 0.02%, the carbon 0.02 to 0.05%, and the oxygen the remainder. Past
investigations by Farrar and Margolin! have indicated that in order to obtain
optimum mechanical properties at hiyh strength levels, the interstitial content
of oxygen and carbon could be at a lower level than that generally accepted,
provided the proper levels of certain substitutional elements such as Al, V,
Sn, Zr, Fe, Cu were maintained. This conclusion was based on their studies
which disclosed that an increase in content of either oxygen or carbon from
a base level of approximately 0.08% oxygen and 0.015% carbon quite markedly
reduced the ductility levels but raised the yield and ultimate strengths; how-
ever, raising substitutional element concentration levels alone, in order to
increase strength, was less detrimental to ductility. Also, they have disclosed
that, when up to 0.1% carbon was added to certain high-strength alpha-beta
titanium alloys having over 200,000 psi yield strength, substantial increases
in yield strength were obtained with considerably less loss in ductility than
when oxygen alone was used to produce a similar strength increase.




It is the purpose of this paper to supplement existing information on the
behavior of oxygen and carbon in the presence of certain substitutional elements
in titanium by reporting the effects of varying the concentration of these in-
terstitials on the mechanical properties of a series of high-strength titanium
alloys stemming from the Ti-Al-V-Sn-Zr-Fe-Cu system.

MATERIALS AND EXPERIMENTAL PROCEDURES
Test Ingots

The titanium compositions selected for investigation (Table I) were
employed in recent programs conducted at New York University under AMMRC
sponsorship. These alloys were double vacuum melted as eight-pound ingots.

Specimen Fabricatfon

After a machining operation to remove surface imperfections, the ingots
were forged intc one-half-inch-diameter bars in a sequence of operations
described in Reference 4. The forging temperatures were based on the beta
transus temperatures obtained according to the procedures described in that
work.

The one-half-inch-diameter forged bars were cut into tensile and Charpy
blanks. These test specimen blanks were rough machined to eliminate the forged
surfaces and then subjected to a prescribed heat treatment of solution treat-
ing and aging. Vurious temperatures and times were used during the solution
treating and aging5,%,7,8 depending on the availability of test specimens.

This report discusses the results obtained for specimens heat treated at one
solution temperature, 125 F below the beta transus temperature where avail-
able (see Table II), and aged at temperatures of 1050 F and 1150 F for one
hour.

The heat-treated specimen blanks were machined into standard 0.252-inch-
diameter threaded tensile bars with a 1.00-inch gage length and standard
0.394-inch square by 2.156-inch-long V-notched impact bars with a 0.010-inch
radius notch.

Tensile strength, yield strength, elongation, and reduction of area
values were obtained from the tests at a strain rate in the range of 0.003 to
0.00S in./in./min. The yield strength results obtained at 0.1 percent offset,
elongation, and Charpy impact data obtained at -40 F are discussed in this
report.

RESULTS AND DISCUSSION

Most fundsmental investigations2,3? of less complex titanium alloy systems
have concluded that oxygen, when used in small amounts, increases strength but
generally decreases ductility and toughness while carbon will tend to increase




Table 1. CHEMICAL ANALYSIS OF ALLOYS WITH VARYING CARBON PLUS OXYGEN LEVELS
Elements (weight %)
(ppm)
Alloyl AL [V [ sn [ cu [Fe [2r JCr [ Mo [ ni jc [ o] N |[TH
8. Carbon + Oxygen Level of 0.04% to 0.10% .
R I

2 6.70 | 6.66 | 1.78 | 0.80 |1.05 {2.61]0.89 |0.90] - lo.o4 0.036 | 0.009 | 14.9

4 16.15]5.25(1.70{1.02 {1.15|5.93{1.00|1.00| - .04 | ,036; .006|25.5
6X 15.86|6.10|1.88|0.98 0.85 |2.36 | - - - ! .03 | .033| .008!19.9
10 [5.96 |6.28|1.73|2.02 11.07 |2.67 | - | - | - | .03 .042] .005]18.3
12 16.23 /5,93 11,61 2,02 1.13 |6.10 | - - - .04 | .033| .00533.7
14 |6.4315.90|1.40/2.13 1.0 - |o0.87] - R .036 | .004 | 31.6
16 |5.44 | 6.20 | 2.06 2,00 i1.11 (2,78 |0.88 | - - i .01 .034] .010]25.5
18 16.46 | 6.24 | 1.67 | 2.00 | 1.06 {6.07 [1.09 | - - 1 .04 .034| .004 30.3
20 |6.29|6.031.73(1.02,1.04 - |0.85(1.18' - | .04 .041| .00617.1
22 (6.43[5.71(1.67 [0.83 |1.06 |3.04 (1.08|1.12! - ' .04 | .035| .006 19.5
24 |5.94 | 6.20 | 1.61 |0.97:1.06 |5.78 [0.99]/0.98] - ~ .04 | .036| .007 28.5
26 16,10 15.982.00 1.72 1,03 2,92 0.92| 1.35| - .01 .036| .009!32.4
28 [5.30!5.28|2.80 ' 2.02 [ 0.88 | 2.89 |1.13| - - ! ,01| .034| .010]19.2
30 {6.17 | 6.04 | 2.42 {1,921 11.02 12,74 |0.98]1.05! - .05 | .028 | .005|22.z
31 [6.05]4,751.95| - '1.08[3.02[0.90/0.98]0.89 .03 .051| .007|4e
32 [6.25 4.84|2.02| - 1.03 |2.89 [ 0.46| 1.47 /0.8 .03 ' .058| .005 |37
39 16,19 | 4,71 2.25| - 10.95(2.96 | - 1.96 /| 0.90 ' .03 | .053, .005 |17
41 [5.90 (5.95/2.07|0.96 |1.03 (2.97 | - . - 05! .038( 077! 6
49 14,90 (8,02 2.36 0,90 1,15 (2.96 | - - - .03 | .048| .006| 25
56%(5.98 | 5.95 | 2.04 | - 1.23 |2.92 | - - |- 03| .049| 011] 9

b. Carbon ¢+ Oxygen Level of 0.10% to 0.125%
]

3]6.07]4.82]1.58]0.96 | 0.91 [5.72]1.03] 1.12] - [0.03]0.787 |0.009] 22.2

5(5.84 | 5.80|2.00  0.94 10.83 2,45 - . - .03 | .090 ' .024| 20.6
11 {5.70 !5.72{1.61|1.88]1.02 |5.92| - - - .02 .096, .014| 8.8
13 {6.42 | 5.58 | 2,00 | 2.08 | 0.86 | - 1.241 - - 011 098 .016] 29.9
15 |5.50 | 5.95| 1.82 | 2.04 . 1.15 '3.06 | 1.24| - - | .03, .0521 .015|15.8
21 {5.84 |5,82/1.76/0.97 0.83{2,77 1,20 1.03| - | .01]| .102, .016] 35.8
25 |6.2516.16|1.94 | 2.050.96 12.83 {1.09| 1.47 - 02| .094: .017| 38.0
27 |5.56 | 6,09 2.291.8411.13 i2.82 | 0.85| - - 01 091 .o006 ! 22.1
35 /5.85)5.00] 2,04 - {0.96:3.06 - - 0.96] .08 .028| .o004!17
37 (6.10 590 2.10] - 0.9 [2.95 - - 1.04 | 08| .043| .oc8| 6
40 (6.10 | 5.94 | 2,10 | 0.44 (1.26 |2.98 | - - |o0.46| .07 .054| .007| 6
47 |6.00 | 5.9312.36|0.77{1.02| - |0.46| 0.52] - 031 072 onnf1n
54+ 6.14 | 6.25] 2,10 | 0.91 | 1.05 {3.00 | - - - .03 | .070| .005| 15
§5 14.07[8.42/1.95/1.00]0.95|2.92 | - - - .03 -°51J 032 32

¢. Carbon + Oxygen Level of 0.125% to 0.150%

1]6.19]s.25] 2.06 [ 0.90 M [2.72 1.29{_1.05 - To.o0a 10.093 0.016] 9.5]

8/5.96  6.02 2.000.95:1,022,41| - - - P 1! o3| .olel 21.91

9 (6.05 5.68!2.17|2.17 1.0212.82] - - - 027 L1130 .014. 15.6
17 16.53 ' 5.87 1.49 | 2.09 ;1.03 15.86 | 0.90' - - .05 .094 004 17.6 |
19 {5.34 1 6.02,1.73{0.80:1.00 - |0.82| 0.93! - .03 113 .015 24.7
23(6.38 (5.8 1.94]/0.881.15 5.74  1.03| 0.92| - .04 .092] .010 19.2
29 [5.95/5.86| 1.85( 2.081.08 2.64|1.09/ 5.20, -  .05| .092  .010} 24.3
34 (5.95|5.05| 2,08] - 1.04 | 3.04 ) - - 1.06' .08 .051| .;m1a 33
38 {5.905.901(1.95| - |0.96 3.02] - - 10.98 .11 .037' .005'2
43 | 5.946.032.02/1.021.033.03] - - - . .08' .055] .00k 8

| 0 5.73]5.85] 2.40 0,80 1.17 [ 3.02] 1.00] 090 | - | .| .070| 00416 |
d. Carbon + Oxygen Level of 0.150% to 0.250%

75.941 6.06] 1.88 ] 0.96 | 1.00 | 2.3a | - . - Joazlomaloas| 21.7]
33 6.14/5.11;2.04| - 11.01[2.98/0.90 - |0.90 .00' .07 .003! 27
365,145,401 2.10| - 1.034.05) - - 1101 .09 064 .009. 4
42 15.90/5.90! 2.04|1,040,96|3.04 - - 1= 1 .09, .061, .008. 2
44 |5.89 | 6.10' 2.07|0.97 ! 1.03 | 35.00| - - - .16 .056] .005] 9
45 |5.975.95 2,02|1.03|1.012.98] - - - | 18! .066| .008° 7
46 16.06 | 5.27) 2,36 | 0.76 | 1,01 [ 3,04 0.90| 1.08! - | .15| .063! .005! 16
48 [6.13]/6.17|2.58|1.01|0.95| - |0.46] 0.52] - [ .09 .oes! o1 n

*Contains 0.40 Si
+Contains 0.034 B




Table II. BETA TRANSUS AND SOLUTION TEMPERATURES EMPLOYED

Temperature (deg F) Temperature (deg F)

Alloy [Reta Transus | Solution | Alloy | Beta Transus | Solution
2 1575 1450 27 1650 1525
4 1550 1425 35 1700 1575
6X 1600 1475 37 1700 1575
10 1575 1450 40 167 1550
12 1575 1450 47 1645 1500
14 1575 1450 54 1650 1525
16 1575 1450 55 1500 1400¢
18 1550 1425 1 1625 1500
20 1600 1475 8 1700 1578
22 1550 1425 9 1650 1525
24 1550 1425 17 15875 1450
26 1575 1450 19 1650 1525
28 1575 1450 23 1575 1450
30 1600 1475 29 1600 1475
32 1600 1475 34 1725 1600
39 1600 1475 38 1725 1600
41 1650 1525 43 1650 1525
49 1550 1400* S0 1650 1525
56 1750 1575* 7 1700 1575
3 1575 1450 33 1650 1525
5 165C 1525 36 1650 1575+
11 1600 1475 42 1675 1550
13 1625 1500 44 1675 1550
15 1600 1475 45 1675 1550
21 1600 1475 46 1675 1550
25 1600 1475 48 1700 1575

31 1650 1525

*More than 125 P difference
+Less than 125 F difference

ductility. This is shown in Figure 1, which indicates that as substitutional
elements are added, the degree to which carbon and oxygen will react becomes a
function of the individual substitutional element. An attempt to show the in-
fluence of these interstitials on a more complex high-strength titanium system
containing a combination of the elements Al, V, Sn plus several others such

as Zr, Fe, and Cu is presented in Figure 2. In this figure, Farrar and Margolin
illustrate from some previous studies! that there can be more than one range of
carbon and oxygen content which will increase mechanical properties. The sig-
nificance of this data demonstrates the importance of specifying a strength
range.

In light of the limited availability of data pertaining to the effect
of these interstitials >n polyphase titanium alloys, an examination was con-
ducted to study their -ffects on the high-strength titanium system Ti-Al.V-
Sn-Zr-Fe-Cr. The allo/s under consideration were selected from two programs
being conducted at Nev York University and sponsored by AMMRC, dealing with
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gee rrmmemne ey the development of high-strength alpha-
E' ‘:T\_\“ N A S beta titanium alloy. The alloys,
% anl \ 4 103 1 numbered up to 30, atressed higher
8‘0 . 144 0 ﬁurlty in oxygen content than the
x igher numbered alloys which came from
Q ~0 X the later program. The chemical asnal-
5P T~ a yses of all the alloys are liated in
a TN Table I and, as can be seen, the alloys
g ~~~o are formulated primarily from the Ti.
20 Al-V-Sn-2r-Fe-Cu aystem with some
2 = alight modifications. In the alloys wp
z to number 30, the nominal analyses for
A1 - cnrbonbnnd oxygen Yorolachog:log to
Q —o range between two levels. o lower
§ -.____‘—-5_0_____- level for the oxygen was from approxie
@ o, ° mately 0.03% to 0.05%, the higher
20 level was from approximately 0.09% to
58 0.118. The carbon was kept between
& 0.01% to 0.05% in a)l but three alloys.
Seiol Two of the alloys, 7 and 8§, were pur-
=9 posely alloyed with higher carbon in
§,1 order to study the effect of this
= <055 ) o 8ddition. In the alloys numbered
YIELD STRENGTH (KS!) higher than 30, the oxygen content
Figwe 2. THE EPFFECT OF OXYGEN AND ranged from .EPT°81h11017 0.03 to 0.09%
CARBON ON Ti-5.25A1-5.5V-25n-0.9Fq-| Cu-42r while the carbon ranged from 0.03\ to

ALLOY. (Ref. 10) 0.18%. These carbon and oxygen contents
were decided upon from the results of the first program which gave indications
of some advantages for using higher carbon. The mechanical properties of all
the alloys are listed in Table A-I of the Appendix.

To show the relative position of the alloys as a function of their me-
chanical properiies versus interstitial content (carbon plus oxygen only),
the alloys were divided into four interstitial ranges, 0.03% to 0.10%, 0.10%
to 0.125%, 0.125% to 0.150%, and 0.150% to 0.250% as indicated in Table A-la
through A-Id and plotted as illustrated in Figuwes 3 and 4. The plotted data
used is the result of a solution temperature of 125 F below the beta transus
for all alloys except three as listed in Table II. The data in Table A-I is
the average of at least two values wherever possible. A complete tabulation
of the properties obtained at these and other solution temperatures for all
the alloys are found in References 5 through 8. The properties reported at
the aging temperatures of 1050 F and 1150 F represented generally the optimum
values of the alloys with yield strengths as clcse to and over 200,000 psi,
with specifigd ductility and toughness as indicated in Army Specification
MIL-T-46038.

As previously mentiored, the interstitials under consideration are carbon
and oxygen. Nitrogen has been recognized to contain a pronounced strengthen-
ing effect on titanium; however, for these studies its effect is not being
analyzed.
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The alloys liated in Table la comprise the low interatitinl level which
ranges from approximatelv 0,04% to 0.100 as compared with normal commercial
composition of approximately 0,108 to 0.25V. In this range the alloys have
an oxypen content of approximately 0,038 to 0.05% and a carbon content of
0,01V to 0,088 with No. 14 containing 0.06N, The purpose of investipating
theve alloya with the low interatitial leval was in anticipation of enhancinp
the atronpth of the base alloy by alloying with aubsatitutional elements, and
increasing the ductility by the use of u lower interstitial content than is
usually employed,

Scrutinizing Figures 3 and 4, it can be seen that the majority of the
alloys in this interstitial range possesased yield atrengths in the 200,000
to 220,000 psi ranpge when aged at 1050 F and decreased to the 180,000 to
200,000 pai range when aged at 1150 F. These values were comparable to the
majority of the other allovs listed In Tahles Ib, c, and d at 1050 F aging
temperature, while st 1150 F aping temperature the high purity alloys showed
less acatter and as a group possessed slightly lower strength; however, the
ductility and toughness values were generally well in excess of that required
by Army Specification MIL-T-46038. The other interstitial levels pos-
sessed strength levels approximately 10,000 psi higher, with acceptable duc-
tility, than the lowest interstitial group, but as a group the toughness
appeared low for this strength level as seen in Fipure 4. Here, it is clearly
seen how the alloys with the higher interstitial content in the 190,000 to
210,000 psi yield strength range, have lower impact strengths than similar
alloys with lower interstitial content at the same strength range. The tough-
ness should average between 6 to 7 ft-1b for this strength range, as specified
under MIL-T-46038.

The data contained in Figures 3 and 4 were resolved further in order to
oxamine the individual effects of carbon and oxygen as shown in Figure 5.
In Figure 5a the mechanical property values (Table A-I) are plotted against
the percentage of carbon present in the alloys aped at 1050 F and 1150 F.
The curves are drawn between points which appeared most ''reasonable'. Since
the data representing some of the points were based on only one result, there
was some question as to the validity of the position of these individual
points, and some were omitted from the averages even though they appear in
the tables.

It is interesting to note in Figure 5a that there appears to be a de-
crease in strength as the carbon is increased between 0.05% and 0.08% and
then an upward trend in strength as the carbon is increased to 0.12%, followed
by a sharp decline with further carbon additions. The ductility increases to
the 0.05% to 0.08% carbon range and then tends to level off while the tough-
ness fcllows similar trends only somewhat more moderately. The increase in
carbon only moderately affected ductility and toughness.

In contrast to this behavior, mechanical properties plotted against per-
centage oxygen as shown in Figure 5b (Table A-II) indicate a less drastic
pattern. Aside from a minima between 0.04% to 0.06% oxygen range in the yield
strength curves, there exists a continuous increase in yield strenpth as the
oxygen percentage increases. Being consistent with this, the ductility and
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Figure S. MECHANICAL PROPERTIES VERSUS INTERSTITIAL CONTENT

toughness exhibit & maxima between the range 0.04% to 0.06% oxygen, and de-
crease uniformly on both sides of this range. The ductility and toughness is
considerably affected by the increase in oxygen.

Examining the yield strength curves in Figure Sa, it can be seen that the
trend is for a negative slope for the first three groups as the carbon is in-
creased to the range of 0.06% to 0.08%, and the oxygen decreased from around
0.10% to 0.05%, indicating a decline in yield strength. Correspondingly, the
ductility and toughness increased. In the fourth group (0.15% to 0.25% inter-
stitial range), however, a slightly different behavior existed. The alloys
with the higher interstitial level have, as a group, less amount of beta alloy-
ing elements, but still attained higher strengths with less change in ductil-
ity and toughness. The inference was that in the alloys studied, normal
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amounts of oxygen (0.10% to 0.12%), when alloyed in titanium with up to at
least 0.12% carbon, will increase the yield strength substantially without
sffecting the ductility and toughness to any great extent.

Indications in Figure 5b are that the alloys with the higher oxygen and
lower carbon contents possessed higher strengths with the exception of alloy
7. The discontinuity in the curves seemed to occur when the alloys contain
about 0.04% to 0.06% oxygen and insufficient carbon to replace the strengthen-
ing effect of the missing oxygen. In contrast to the plots shown in Figure
5a, the curves plotted in Figure 5b were more related with the exception of
the lowest interstitial level. Here again some points were present which were
not consistent with the general pattern of the curves.

Other irregularities encountered in the curves shown in Figure 5 are un-
doubtedly attributed to some of the alloying elements such as Mo, V, Cr, Ni,
and Zr. It has been established that these elements do alter mechanical
properties to varying degrees, depending on the amount present. However, for
the purpose of this report, those changes which did occur have been considered
secondary to the behavior of carbon and oxygen. Since properties of the
alloys containing these elements were averaged in most instances with others
not containing them, many changes in mechanical properties attributed to these
elements were minimized.

There appeared evidence to indicate the potentjality of using increasing
amounts of carbon to obtain high mechanical properties in certain yield strength
ranges, as an alternate for beta substitutional elements. This is shown in
Table III. The ten alloys listed had the nominal composition Ti-6A1-6V-2Sn-
3Zr-1Fe-1Cu plus 1% Cr and 1% Mo additions to the last five alloys. The oxygen
content of the first five alloys averaged 0.071% and in the next five alloys
averaged 0.068%. The carbon content averaged 0.10% for the less complex group
and 0.04% for the second group. It was apparent that the influence of up to
0.06% additional carbon was similar to 1% Cr plus 1% Mo additions in obtaining
comparable mechanical properties in the 200,000 psi strength range.

CONCLUISTONS

A review of the alloys up to Alloy 30 indicated that those alloys with
the extremely low oxygen content of approximately 0.03% to 0.05% generally
possessa2d lower strengths but good ductiliiy and toughness at comparable
strength levels. The alloys with the lower oxypen content also responded
more readily to the 1150 F aging treatment, causing the yield strength to de-
crease more substantially than those alloys in the higher oxygen content range
of 0.09% to 0.11%. The remaining alloys, 31 to 56, which containe” between
0.04% to 0.08% oxygen and slightly higher than normal carbon, rang.ng from
0.05% to 0.09%, except for Alloys 44, 45, 46 which contained 0.15% to 0.18%
carbon, exhibited no definite trends.

It was noted that a combination of 0.12% carbon and 0.11% oxygen in Alloy
7 displayed a yield strength of approximately 220,000 psi, elongation of 11.9%.
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Table 1ll. MECHANICAL PROPERTY EVALUATION OF THE
Ti-Al-V-Sn-Zr SYSTEM VERSUS THE Ti-Al-V-Sn-Zr-Mo-Cr SYSTEM

Chemistry | 1050 F Aging Temperature ] 1150 F Aging Temperature

(Wr. %) . on | Impact Energy | Y.5. | Elon | Impact Energy

Alloy [ ' C T 0 |(ksi)| (%) | -40 F (f-Ib) | (ksi)] (%) | -40 F (h-Ib)

Ti-Al-V-Sn-Zr Alloys
5 10.03{0.09 {207 | 4.6 4.8 194 9.5 8.0
7 10.12]10.114( 229 | 6.3 2.5 221 1.9 5.9
8 (0.11{0.036] 212 | 9.8 7.7 199! 8.4 6.4
42 10.09]0.061] 226 | 4.2 4.4 196 | 6.1 5.7
44 10.16]0.056| 203 | 9.2 4.6 199 | 10.4 5.6
Average 215 | 6.8 4.8 202 9.3 6.3
Ti-Al-V-Sn-Zr-Mo-Cr Alloys

1 10.04{0.093] 206 | 8.7 5.7 205 | 6.2 5.0
2 |0.04/0.036] 2056 | 8.5 8.4 191 13.3 10.4
21 10.01{0.102] 221 | 6.8 5.0 200 9.6 8.1
22 10.04]0.035] 210 | 6.3 4.0 186 | 11.9 8.0
50 ]0.08{0.07 | 217 | 7.9 1.2 202 | 12.8 81
Average 2121 7.6 .1 197 | 10.8 7.9

and impact strength of 5.9 £t-1b at 1150 F aging temperature. Since no expla-
nation could be made at this time as to why the carbon and oxygen produced
this high combination of mechanical properties, further studies should be con-
ducted on a series of similar alloys containing the normal oxygen and high
carbon content. When the carbon contents of the alloys were plotted against
the mechanical properties, only moderate influences were seen in the ductility
and toughness as compared to the considerable modification in the same proper-
ties brought about by the oxygen content.

It can also be concluded that an increase in the carbon content can be
used as an alternate for small amounts of beta substitutional elements such
as Cr and Mo and still obtain comparable results. However, a general conclu-
sion encompassing all the alloys examined would be that the combination of
oxygen plus carbon required to obtain optimum mechanical properties becomes
a function of the alloy composition itself and the desired yield strength
range.
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APPENDIX A. TABLES OF MECHANICAL PROPERTIES
Table A-I. MECHANICAL PROPERTIES ARRANGED ACCORDING TO PERCENTAGE CARBON
Aging Temperature
1050 F 1150 F
Impact Impact
Energy, Energy,
Y.S. |Elon. | -40 F | Y.S. |Elon. | -40 F
Alloys | Carhon | Oxygen | (ksi) | (%) | (ft-1b) |(ksi) | (%) [(ft-1b)
16 0.01 0.034 | 213 3.3 5.6 102 10.9 9.9
26 .01 .036 | 222 1.1 3.6 197 10.4 7.0
28 .01 .036 | 214 5.3 4.7 191 10.3 | 9.8
Average .01 035 | 216 | 7.3 4.6 193 | 10.5 8.9
6X .03 .033 | 190 9.7 12.6 175 14.6 | 13.7
10 .03 .042 | 198 7.5 5.0 182 7.8 | 12.2
31 .03 .051 | 220 1.5 3.0 209 1.3 3.2
32 .03 .058 | 209 9.6 8.6 195 10.2 | 10.5
39 .03 .053 | 208 8.9 7.8 192 11.9 | 10.1
49* .03 .048 | 179 |16.0 13.3 158 18.3 | 17.6
56 .03 .049 | 206 6.1 5.1 186 9.3 8.6
Average .03 .047 | 202 | 8.4 | 7.8 Y86 | 8.8 | 11.0
2 .04 .036 | 206 8.5 8.4 191 13.3 | 10.4
4 .04 .036 | 206 | 4.9 4.8 193 12.6 8.5
12 .04 .033 [ 206 2.0* 3.0* 193 4.1 4.2
18 .04 .034 | 222 5.7 3.2 197 3.9 4.4
20 .04 .041 | 189 7.8 9.0 175 10.2 | 10.7
22 .04 .035 | 210 | 6.3 4.0 186 11.9 8.0
24 .04 .036 | 220 | 2.2 2.4 200 3.7 8.7
Average .04 .036 | 208 5.9 5.3 1917 8.5 | 7.8
30 .05 .028 | 215 5.8 5.1 195 7.5 3.3
41 .05 .038 | 202 5.7 8.2 194 5.5 6.8
Average .05 033 | 209 | 5.8 6.7 195 €5 ({ 5.1
14 .06 .036 | 199 4.7 7.2 189 10.4 | 10.3
13 .01 .098 | 219 2.6 4.8 193 3.0 3.7
21 .01 102 | 221 6.8 5.0 200 9.6 8.1
27 .01 .091 | 240 2.3 3.4 215 3.3 3.7
Average To01 097 | 227 | 79 4.3 203 5.3 §.2
1 .02 .096 | 230 1.4 2.8 219 5.5 2.9
25 .02 .094 | 235 3.0 3.3 210 6.4 2.5
Average 02 095 | 333 | 2.2 31 215 () 2.7
3 .03 .087 | 202 8.8 5.4 195 9.1 2.3
5 .03 .090 | 207 | 4.6 4.8 194 9.5 8.0
15 .03 .092 | 219 4.1 2.5 206 7.0 4.0
47 .03 .073 | 183 |[12.8 10.5 167* | 16.3*| 13.9*
54 .03 .070 | 183 [10.0 7.7 186 15.8 9.6
55 .03 .081 | 176 |14.6 12.0 159 19.1 | 17.5
Average .03 082 | 199 |78.1 6.2 195 | 70.4 | 6.0 |

*Not included in average




Table A-I. MECHANICAL PROPERTIES ARRANGED ACCORDING TO PERCENTAGE CARBON
(continued)
‘ Aging Temperature
1050 F 1150 F
Impact Impact
Energy, Energy,
Y.S. | Elon. -40 F Y.S. | Elon. -40 F
Alloys | Carbon | Oxygen | (ksi) | (%) (ft-1b) | (ksi) (%) (ft-lElJ

40 0.07 0.054 | 201 9.8 5.3 185 13.8 4.9

35 .08 .028 | 190 7.9 8.4 178 11.7 9.0

37 .08 | .043| 202 | 7.5 | 6.9 | 193 | 7.9| 6.6
Average .08 . %€ | 7.7 7.7 186 9.8 7.8
9 .02 LA113 | 226 3.6 2.3 211 3.2 5.2

19 .03 113 | 224 3.3 3.3 209 6.0 4.4

1 .04 .093 | 206 8.7 5.7 208 6.2 8.0

23 .04 .092 | 208 7.5 4.0 204 8.5 5.3
Average . . 7 | BT L] 205 7.4 | 5.7
17 .08 .094 | 203 9.2 2.1 196 4.8 3.9

29 .08 092 | 220 5.3 3.1 202 6.8 2.8
Average N 058 | N7 | 7YX 7.6 % 5.8 37
34 .08 .051 | 216 1.3+ 4.7 203 6.6 6.4

43 .08 055 | 194 |10.7 7.4 186 13.8 7.5

50 .08 .070 | 217 7.9 7.2 202 12.8 8.1
Average 08 050 | 709 | 793 [} /7 | 1| 7.3
8 .11 .036 | 212 9.8 7.7 199 8.4 6.4

38+ W11 .037 | 207 1.8 3.2 208 3.5 2.9
Average T 036 | M7 | 57 T bi:) 8.4| G.4
33 .09 .076 | 209 8.7 6.6 200 5.4 9.9

36 .09 .064 | 202 6.6 4.9 186 5.2 5.5

42 .09 061 | 226 4.2 4.4 196 6.1 5.7

48 .09 .063 | 218 8.8 7.0 206 9.8 8.1
Average 09 066 | 714 | T 57 7 .6 7.3
7 .12 .114 | 229 6.3 2.5 221 11.9 5.9

46 .15 .063 | 222 6.5 4.0 222 6.3 3.9

44 .16 .056 | 203 9.2 4.6 199 10.4 5.6

45 .18 .066 | 188 7.7 5.2 172 9.5 5.1

*Not included in average
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Table A-II. MECHANICAL PROPERTIES APRANGED ACCORDING TO PERCENTAGE OXYGEN
Aging Temperature
1050 F 1150 F
Impact Impact
Energy, Energy,
Y.S. |Elon. | -4C F Y.S. | Elon. | -40 F
Alloys | Oxygen | Carbon | (kei) (%) (ft-1b) | (ksi) % (ft-1b)
30 0.028 1 f.05 215 5.8 5.1 195 7.5 3.3
16 .034 .01 213 3.3 5.6 192 10.9 9.9
26 .036 .01 222 1.1* 3.6 197 10.4 7.0
28 .036 .01 214 5.3 4.7 191 10.3 9.8
6X .033 .03 190 9.7 12.6 175 14.6 | 13.7
2 .036 .04 206 8.5 8.4 191 13.3 | 10.4
4 .036 .04 206 4.9 4.8 193 12.6 8.5
12 .033 .04 206 2.0% 3.0* 193 4.1 4.2
18 .034 .04 222 5.7 3.2 197 3.9 4.4
22 .035 .04 210 6.3 4.0 186 11.9 8.0
24 .036 .04 220 2.2 2.4 200 3.7 8.7
41 .038 .05 202 5.7 8.2 194 5.5 6.8
14 .036 .06 199 4.7 7.2 189 10.4 | 10.3
Average | ~.035( ~.034 | 209 | 5.6 6.5 192 | 79.7| 78§
10 .042 .03 198 7.5 5.0 182 7.8 12.2
56 .049 .03 206 6.1 5.1 186 9.3 8.6
49+ .048 .03 179 |16.0 13.3 153 18.3 | 17.6
20 .041 .04 | 189 7.8 9.0 175 10.2 | 10.7
Average .044 033 | T98 |7 7.1 6.4 181 9.1 | 10.5
31+ .051 .03 220 1.5 3.0 209 1.3 3.2
32 .058 .03 209 9.6 8.6 195 10.2 | 10.5
39 .053 .03 208 8.9 7.8 192 11.9 | 10.1
Average .056 .03 209 9.3 8.2 194 11.1 ] 10.3
35 .028 .08 190 7.9 8.4 178 11.7 9.0
37 .043 .08 202 7.5 6.9 193 7.9 6.6
40 .054 .07 201 9.8 5.3 185 13.8 4.9
54 .070 .03 183 10.0 7.7 186 15.8 9.6
47 072 .03 183 12.8 10.5 167 16.5 13.9
55+ . 081 .03 176 14.6 12.0 159 19.1 17.5
3 .087 .03 202 8.8 5.4 195 9.1 2.3
Average .087 .03 202 8.8 5.4 | 195 9.1 2.3 |

*Not included in Average
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Table A-II. MECHANICAL PROPERTIES ARRANGED ACCORDING TO PERCENTAGE OXYGEN

(continued)
ing Temperature
1050 F 1150 F

Impact Impact

Energy, Energy,

Y.S. | Elon.| -40 F Y.S. | Elon. | -40 F

Alloys | Oxygen | Carbon | (ksi) (%) (ft-1b) | (ksi) (%) (ft-1b)
13 0.098! 0.01 219 2.6 4.8 193 3.0 3.7
27 .091 .01 240 2.3 3.4 215 3.3 3.7
11 .096 .02 230 1.4 2.8 219 5.5 2.9
25 .094 .02 235 3.0 3.3 210 6.4 2.5
5 .090 .03 207 4.6 4.8 194 9.5 8.0
15 .092 .03 219 4.1 2.5 206 7.0 4.0
Average | ~.093| .02 | 225 | 3.0 3.6 206 5.8| 4.1
21 .102 .01 221 6.8 5.0 200 9.6 8.1
8 .036 .11 212 9.8 7.7 199 8.4 6.4
38* .037 .11 207 1.8 3.2 208 3.5 2.9
Average .037 S SN ) 2 X ) 7.7 199 34| 6.3
34 .051 .08 216 1.3* 4.7 203 6.6 6.4
43 .055 .08 194 | 10.7 7.4 186 13.8 7.5
Average 053 .08 | 205 (106.7 6.1 195 2| T0
50 .070 .08 217 7.9 7.2 202 12,8 8.1
1 .093 .04 206 8.7 5.7 205 6.2 5.0
23 .092 .04 208 7.5 4.0 204 8.5 5.3
17 .094 .05 203 9.2 2.1 196 4.8 3.9
29 .002 .05 220 5.3 3.1 202 6.8 2.8
Average 093 05 | 209 | 7.7 37 202 6.6| 4.3
9 .113 .02 226 3.6 2.3 211 3.21 5.2
19 .113 .03 224 3.3 3.3 209 6.0 4.4
Average | ~.113| —.03 | 225 | X5 7.8 210 6.0 4.8
44 .056 .16 203 9.2 4.6 199 10.4 5.6
36 .064 .09 202 6.6 4.9 186 5.2 5.5
42 .061 .09 226 4,2 4.4 196 6.1 5.7
48 .063 .09 218 8.8 7.0 206 9.8 8.1
46 .063 .15 222 6.5 4.0 222 6.3 3.9
45 . 066 .18 188 7.7 5.2 172 9.5 5.1
Average | —.063 | .12 | 211 | &8 5. Yo6 | 74| 5.7
33 .076 .09 209 8.7 6.6 200 5.4 9.9
7 .114 .12 229 6.3 5 221 11.9 5.9

*Not included in Average
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